
CONTACTACADEMYTRANSPORTOIL & GASMARINETELECOMWIND CONTACTACADEMYSUBSEATRANSPORTOIL & GASMARINETELECOMWIND CONTACTACADEMYSUBSEATRANSPORTOIL & GASMARINETELECOMWIND

•	 Strong Magnetic Mounting
	� Ideal for mounting large control panels, 

humidifiers, servers, and other bulky 
equipment.

•	 Curved Surface Adaptability
	� Suitable for use in environments where 

non-flat surfaces require adaptable 
mounting solutions.

Key Features
The SINGLE BRACKET for the V-MAG 340 
is specifically designed to enable secure 
mounting on both convex and concave 
surfaces, making it highly adaptable in varied 
environments. 

Its ability to pivot around the magnet allows 
it to conform naturally to surface curvature, 
ensuring a stable and reliable attachment.

Introduction

Item No. 30054

SINGLE BRACKET  
DESIGNED FOR  
V-MAG 340© MAGNET
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If you would like a free quotation or learn more 
about how SINGLE BRACKET can optimize 
your workflow and finances - feel free to 
contact us.

Contact us
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WEIGHT-HANGING Weight:		 1,44kg

RULER-COMBINED Length:		 196mm
	 Width:	 	 60mm
	 Height:	 	 37mm

BULLSEYE Diameter:	 �1500mm (minimum diameter 
needed for curved/convex 
surfaces)

TEXT-HEIGHT Thickness:	 �6mm (optimal ferrous steel 
thickness)

TEMPERATURE-HIGH Temp.:	 	 �-40°C to +80°C (operating)

CHESS-BOARD �Bracket- 
material:	� Aluminum (seawater resistant)

CHECK-TO-SLOT Load Test:	 �V-MAG 340© (Load test 
witnessed by DNV-GL)

🔗 Strength:	� 340kg (Breaking strength by 
direct pull from clean steel)

Technical specifications


