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1. Bolt hole Ø39-Ø100
2. Min 90 / Max 450
3. Min 200 / Max 600

3.

2.

1.

1. Bolt hole Ø39-Ø68
2. Min 90 / Max 200
3. Min 120 / Max 200

Item No. 30003 Item No. 30238

•	 High Alignment Force
	 �Up to 1000 Nm (≈ 20 tons) of mechanical 

force.

•	 Single-Person Operation
	 �Lightweight components for easy 

handling; max weight 18 kg.

•	 Compact Design
	 �Optimized for use in tight or restricted 

areas.

•	 Transport Case Included
	 �Each unit comes with a durable case 

containing essential spare parts for 
maintenance and longevity.

Key Features
The Engiso A-TOOL Series offers powerful 
mechanical flange alignment capabilities, 
delivering up to 1000 Nm of force -equivalent 
to approximately 20 tons of alignment 
pressure. 

Engineered for efficiency and simplicity, both 
models in the series are designed for single 
operator use, with the heaviest component 
weighing just 18 kg, ensuring ease of handling 
in field conditions.

Despite their compact and lightweight 
design, these A-TOOLS deliver exceptional 
alignment power, making them ideal for 
onsite applications where space is limited but 
performance is critical.

Introduction

Item No. 30003 + 30238

A-TOOL IS A SAFE,  
LABOR SAVING, FAST, AND EFFECTIVE  
FLANGE-ALIGNMENT SOLUTION

A-TOOL SERIES
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Item No. 30003

Item No. 30238

Would you like to see the A-TOOL in operation?
Scan to view showreel.

Installation steps

If you would like a free quotation or learn more 
about how A-TOOL can optimize your workflow 
and finances - feel free to contact us.

Contact us

WEIGHT-HANGING Weight:		 14kg & 33kg

CHESS-BOARD Material:	� Aluminum

CHECK-TO-SLOT Load test:	 �1250Nm (Certificate by Certex)

Technical specifications


