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•	 Material Lifting Capability
	 �When fitted with a pad eye via the M12 

interface, the XL-TOOL functions as a 
reliable lifting point for flexible material 
handling.

•	 Heavy Object Mounting
	 �The tie-down rails accommodate carriage 

bolts, allowing for secure mounting or tie-
down of large, heavy objects.

•	 Magnetic Attachment
	 �Secured to steel surfaces using 6 x V-MAG 

340© magnets, the tool can be quickly 
positioned where needed and removed 
without damaging the surface.

•	 Non-Invasive Design
	 �No drilling or permanent fixtures required 

- ideal for temporary setups or frequent 
repositioning.

Key Features
The XL-TOOL is a multifunctional mounting 
and lifting solution. 

It is designed with integrated M12 inserts 
and tie-down rails for use across a variety 
of industries. Whether during construction, 
commissioning, or maintenance, the XL-TOOL 
offers flexibility, strength, and ease of use.

Introduction
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XL-TOOL IS A VERSATILE  
MAGNETIC MOUNTING AND  
LIFTING TOOL SOLUTION

XL-TOOL
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WEIGHT-HANGING Weight:		 13,5kg

RULER-COMBINED Length:		 470mm
	 Width:	 	 210mm
	 Height:	 	 72,5mm
	
BULLSEYE Diameter:	 �3200mm (minimum diameter 

needed for curved/convex 
surfaces)

TEXT-HEIGHT Thickness:	 �6mm (optimal ferrous steel 
thickness)

TEMPERATURE-HIGH Temp.:	 	 �-40°C to +80°C

CHESS-BOARD Material:	� Aluminum (seawater resistant)

CHECK-TO-SLOT Load Test:	 �V-MAG 340© (Load test 
witnessed by DNV-GL)

🔗 Strength:	� 2040kg (Breaking strength by 
direct pull from clean steel)

Technical specifications
If you would like a free quotation or learn 
more about how XL-TOOL can optimize your 
workflow and finances - feel free to contact us.

Contact us
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Installation steps


